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1 Design Flow

In Figure[L.1]the FPGA[] design flow, which we will use in this lab course, is outlined.
Table summarizes the tools required for each of these steps. A tool can either
be a software tool like a simulator or a hardware analyzer like a logic analyzer or an
oscilloscope.

> Design Entry [
Behavioral :|
Simulation
Synthesis - Post-layout
Place&Route Simulation
L Download |
to FPGA
Test

HW-Debugging

Figure 1.1: The design flow.

Table 1.1: Used tools.

’ Design Flow Step ‘ Tool ‘

Design Entry Text editor/ModelSim /Quartus
Behavioral Simulation | ModelSim

Synthesis, Place&Route | Quartus

Post-layout Simulation | ModelSim

Download Quartus (programmer)

Test & HW Debugging | Logic Analyzer

Design entry During the design entry you will describe your FPGA design with
a high-level hardware description language. In this lab course we will use VHDIE]
for this purpose.

Behavioral Simulation The behavioral simulation is the most important step
in verifying the correct functionality of your circuit description. First the simula-
tor compiles your VHDL files and indicates syntax errors. If the compilation runs

'FPGA: Field Programmable Gate Array
2VHDL: Very high speed integrated circuit Hardware Description Language
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without errors, the behavior of the circuit design can be investigated in a waveform
showing signal traces of external and internal signals.

Synthesis, Place & Route During the synthesis step your VHDL circuit descrip-
tion is analyzed by the synthesis tool and transformed into a gate-level netlist. The
netlist elements can then be placed on the FPGA’s configurable cells and connected
by suitable interconnect lines. Finally a bitstream file is generated containing the
configuration information for the FPGA.

Post-layout Simulation The post-layout simulation is performed on the netlist
generated in the synthesis step. Additionally timing information, which are prodived
by the Place&Route-tool can be used for simulating the final circuit with correct
signal timings. A post-layout simulation is useful for resolving timing problems
in your circuit. For simple FPGA designs this type of simulation is usually not
necessary.

Download The download transfers the bitstream data to the target board for
configuring the FPGA.

Test & HW Debugging Finally, the configured FPGA can be tested. In some
cases it might be necessary to attach a logic analyzer to the FPGA for verifying the
correct functionality of the HW circuit or for debugging errors, which can not be
reproduced during simulation.

1.1 Directory Structure
The source code provided for every task assignment is organized with the directory

structure described in Table[I.2] We highly recommend you to maintain this stucture
and add new files you create in the designated subdirectories.

Table 1.2: Directory structure.

] Directory Path \ Contents
./sre VHDL design files
./src/sim Source files for testbenches, ModelSim scripts
./sre/quartus_de2-115 | Tel script for generating Quartus project
./quartus_de2-115 Quartus project for target board
./modelsim_beh ModelSim project for behavioral simulation
./modelsim_post ModelSim project for post-layout simulation
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2 Behavioral Simulation
To start ModelSim Altera enter the following command in the terminal:

vsim&

2.1 Creating a new Project

A new ModelSim project can be created by clicking the menu item “File” = “New”
= “Project...”. Subsequently the dialog which can be seen in Figure [2.1(a)| opens.
Enter the project name and select the path of the behavioral simulation directory as
project location.

£ Create Project

—Project Mame
|test

—Project Locatian . .
|,-’jlechner;’testPruject,-"modelsim_beh Erowse... @ Add items to the Project

r—Click on the icon to add items of that type:—

——Default Library Mame D

|wc|rk

Create Mew File Add Existing File

—Copy Settings Fram

|ase,-’moclelsim_ase,-“modelsim. ini Browrse. .. ﬂ @

o Copy Library Mappings © Reference Library Mappings Create Simulation Create Mew Folder
(]34 | Cancel | Close
(a) Enter project name and location (b) Add folders/existing files

Figure 2.1: Creating a new project.

In the next dialog, ModelSim allows you the add items like source files or folders
to your project (Figure[2.1(b)). For a good structure of your project we recommend
you to add the following folders:

e Source folders: Create one folder for every module/IP core.
e Simulation folder for adding all your testbench files.

e Script folder for Tcl script files.

These folders will not be created on the filesystem. They are just used in the
ModelSim GUI for structuring the project files. Once you have created the necessary
folders, you can add VHDL source files by clicking “Add existing File”. Figure
shows the dialog for adding files. Enter the file name, select the appropriate folder
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and make sure the option “Reference from current location” is ticked. In Figure [2.3
you can see the project view after all folders and files have been added. Of course,
you can also easily add or remove folders/files by right-clicking in the project tree.
As you can see in Figure the script folder is still empty. We will explain the use
of ModelSim scripts later.

@ Add file to Project
File Mame
’;omesfjlechner,-’te&tProject;"&rc;"test.vhd Browse...

add file ag type—————————— Folder————
’_default ﬂ ‘ mst ﬂ |

w Reference from current location " Copy to project directary
oK | Cancel |

Figure 2.2: Adding a VHDL file.

® © ® ModelSim ALTERA STARTER EDITION 6.5e

File Edit View Compile Simulate Add Transcript Tools Layout Window Help

|OD-s@=2 : b || p B @ B | e D) e || Lo nesion v |
¥ Project - thomessjlechnertestProject'modelsim_behaviortest s # | %] |E|KhUmesfj\echnerftestPrUjechrm’test.vhd + | x|
¥|Name |Status |Type |Order | Maodified | [ Lo | ]
=7 test Folder 1 Library IEEE; .

' 2 IEEE. std_L 1ie4.a1l;

H] test whd v wHOL 0 10/03A10 1146:20 AM L N IEPE memEris cEd o1ls

] pll.vhd v WHDOL 1 10/02/10 05:05:28 PM ;1 ) T

31- entity test is

[H] subcomp.vhd v YHDL 2 10/03410 11:31:47 &M Z el ek T st Lagic,
[H] test_behav.vhd v WHDL 3 10/01/10 05:21:21 PM 7 reset: in std logic;
“[H] subcomp_behav.y.. + YHOL 4 10/0310 11:32:09 AM i cout: out std_logic_vector (15 downto 0)});
9 scripts Falder lg end entity test;

=1 sim Falder 1

- [H] test_to.vhd ¥  VHDL 5 10/03/10 11:38:02 AM E
Ik Library | #2 Project Kk Ei i
- Transcript e

Project : test |<Mao Design Loadeds

Figure 2.3: ModelSim project with files added.

2.2 Compiling the VHDL Files

Before the the VHDL files can be analyzed and compiled it is necessary to setup
the right compilation order. In a VHDL design consisting of multiple files there
are usually some VHDL files, which depend on other VHDL files (e.g., a file con-
taining constant declarations will have to be compiled before other files using these
constants). Fortunately, ModelSim is able to resolve these build dependencies itself.
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Simply click on the menu item “Compile” = *“Compile Order...”. In the next dialog
hit the button “Auto Generate” (see Figure [2.4)).

& Compile Order

—Current Order

[H] test.vh Al

[H] pil.vhd P
[H] subcomp.vhd J
[H] test_behav.vhd ﬂ

[H] subcomp_behav.vhd
[H] test_th.vhd

£
"

o v
@Genm Ok | Cancel |
-

Figure 2.4: Compile order.

Once the file order is fixed, you can compile selected VHDL files with a right-
click on the file name or with the “Compile” button in the toolbar. You can also
compile all source files of the project at once by clicking on the menu item “Compile”
=“Compile all” or the corresponding button in the toolbar.

2.3 Performing the Simulation

When all VHDL files have been compiled successfully, the behavioral simuation can
be started. Click on the menu item “Simulate” = “Start Simulation...”. In the next

dialog, which can be seen in Figure 2.5, simply select the name of the testbench and
click “Ok”.

Design I VHDL | Veriog | Libraries | SDF | Others | ]
| Name [Type |Path _j_
=)-Jli work Library ihomesdflechnentestPraject/mode
;}J-E pll Entity fhomessdlechnertestProject/srcipl
_J;«J-E subcomp Entity fhomessdlechnertestProject/srcis,
+f Entity fhomessdlechnertestProjectsrcite
€ #HE]test Entity ihomesdlechnentestPraject/srcssi
&) Library SMODEL_TECH/. falteraswhdlizel | 4
El [ P
rDesign Unit(s) “\ Resolution
|wm:k. test_th ’7|default ﬂ
~Optimization
[ Enable optimization Optimization Options... |

Figure 2.5: Starting the simulation.
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Now the main window of ModelSim changes its appearance and shows a hier-
archical view of the design to be simulated. With the treeview on the left side of
the main window you can navigate through the component instances of your VHDL
design. The object inspector on the right side shows the input/output ports and the
internal signals of the currently selected component. The signals you want to be
traced can now be added to the waveform viewer by selecting them in the objects list
as illustrated in Figure [2.6]

© © ® ModelSim ALTERA STARTER EDITION 6.5e

Eile Edit ¥iew Compile Simulate Add Objects Tools Layout Window Help
|03 PE B e ME'-%MH@”WEZaHde-w EF 10 ELEIEEH BB 08 }Qgiﬂ
24 vd % “ Layout ’751mulate = |

& sin 4 x|
*|Instance |Design unit |Design unit type | Visihility | | [Kind Mode
= test_th test_thihehay) rchitecture rarr=<fll= Sigghal In

_, testibehaviour) Architecture +aco=<full= & reset u Signal In

g clkgen test_thihehav) Process +acc=<full= - cout vuuuuuuuuuuuuuig signal Cut

W standard standard Package +aco=<full= W % yiow Declaration Signal Internal

M std_logic_1164 std_logic_1164 Package +acc=<full> e T Earis

W numeric_std numeric_std Package +acc=<full> Goto Driver

W alters_device_families  altera_device_families Package +acc=<full=

W textio textio Package +acc=<full=

W mf_plipack mi_pllpack Package +acc=<full= HLE

M std_logic_arith std_logic_arith Package +acc=<full= Copy B LI * Signals in Region

Bl std_logic_unsigned std_logic_unsigned Package +aco=<full= E s Loy ¥ Signals In Design

To Dataflow
Insert Breakpoint
Ei ] Toggle Coverage
M Uibrary | B3 Praject | 5} sim e
l IQ | JJ | Force...
f4 Transcript MoForce + & x|
# Loading altera_mf. arm_n_cntr (behawve) Clock... )
# Loading altera mf arm_scale cntr (hehave)
# Loading work. subcomp (Bebasiounr) Change...
W3k B> ]
|

Lh: 5 Cok 0 [READ [Project :fest [Nows 0 ps Defta: 0

Figure 2.6: Add signals to the waveform.

29O Wave

Eile Edit Miew Add Format Toaols Window

[D-z@ @ smBo> AT c8agm|
| @ 4 «@= {mJlﬁma B e {“u&ﬁ@‘ll—ﬂi&lf‘

EEDﬂJ.'éTEﬂLlﬁzb

—u—u—u—w

aooo ] IIIIIII-l 1gons \a006 \aoo7? 1005 \

|—n—¥—u— SIS — L R L S— L1 R |
_.—

| 351265 ps to 561185 ps (| Now: 1 us Yelta: 12 A
. —

Figure 2.7: The waveform viewer.
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Upon adding the signals, the waveform viewer should open automatically. Oth-
erwise you can open it by clicking on the menu item “View” =*“Wave”. You should
see the signals you just added on the left side of the waveform viewer. The last step
before running the simulation is to adjust the simulation time. This can be be done
with the small input field in the toolbar of the waveform viewer (see Figure [2.7).
The button to the right of this input field then runs the simulation for the specified
time.

Figure shows a simulation, which has been run for 1 us, as can be seen in the
statusbar. Two markers have been added for measuring the period of the clock signal
drawn in the first line of the waveform. The toolbar buttons for adding, removing
and positioning these markers are pictured in Figure 2.7, Another important feature
of the waveform viewer is the possiblity to change the display format of signal vectors.
The values of a signal vector can be displayed in different representations such as
binary, hexadecimal, decimal, ASCII, etc. Just right-click on the signal’s name and
choose the suitable respresentation from the “Radiz” submenu.

2.3.1 Automating Simulation Runs

Often a simulation needs to run several times until the functionality of the circuit
has been verified or an error has been corrected. Therefore it is highly recommended
to automated the steps necessary for setting up the simulation. Fortunately, all the
actions described above (compiling, starting the simulation, adding signals to the
waveform viewer, running the simulation for a specified period of time, etc.) can be
scripted with T'cl scripts. These scripts files have the file extension “.do”. Listing
shows a short example for a Tcl script, which executes the tasks mentioned above.

# compile all source files
project compileall

vsim work.test_tb

# add signals to waveform viewer
add wave —format logic /test_tb/uut/clk
9 add wave —format logic /test_-tb/uut/sysclk
10 add wave —format logic /test_tb/uut/reset
11 add wave —format literal -—radix hex /test_tb/uut/cout

1
2
3
4 # start simulation with testbench named ‘‘test_tb ’’
9
6
7
8

13 # run simulation
14 run 1 us

Listing 1: Tcl script for running a ModelSim simulation.

We recommend to create such a Tcl script for every testcase in the simulation
directory, which also contains the corresponding testbenches. Then you can add the
do-files to your ModelSim project just like you have added your other source files.
In order to execute a script, right-click on the file in the ModelSim GUI and click on
the “FEzecute” item in the context menu.
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3 Synthesis and Place&Route

Altera Quartus can be started in a terminal with the following command:

quartus --64bit&

3.1 Creating a new Project

In order to create a new project goto menu “File” = “New Project Wizard...”. The
wizard lets you configure basic settings of your project. Figure|3.1|to Figure3.4|{show
the settings necessary for creating a project for the FPGA board and the tool-chain
of this lab course.

After you have successfully created a new project and properly added your
VHDL files, you can run a first compilation by clicking the menu entry “Process-
ing” =“Start” = “Start Analysis & Synthesis”. Alternatively, you can click the
corresponding icon in the toolbar.

New Project Wizard

Directory, Name, Top-Level Entity [page 1 of 5]

What is the working directory for this project?

[!homesf]lechnerftestProjectfquartus_deQ-llS E]

What is the name of this project?

[test E]

What is the name of the top-level design entity for this project? This name is case sensitive and must exactly match
the entity name in the design file

[test E]

Figure 3.1: New project wizard — Step 1.

New Project Wizard

Add Files [page 2 of 5]

Select the design files you want to include in the project. Click Add All to add all design files in the project directory to
the project

Note: you can always add design files to the project later.

File name: E] Add
File Name Type Library  Design Entry/Synthesis Tool HOL Version Add All
fsrcftest.vhd WVHDL File Default
.. Jsrcftest_behav.vhd :WVHDL File Default Remove
Up
Down
Properties

Figure 3.2: New project wizard — Step 2.
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Family & Device Settings [page 3 of 5]
Select the family and device you want to target for compilation.
Device family Show in ‘Available devices' list
<Ear‘m\y [Cyc\une WVE g} Package: [Any o ]
Devices: |All = Pin count: [Any S ]
Target device Speed grade: [Any = ]
) Auto device selected by the Fitter ¥| Show advanced devices
(@ Specific device selected in 'Available devices' list HardCopy compatible only
) Other: nfa
Available devices:
Name Core Voltage LEs User I/Os y Bits P 9-bit [z
1.0V 114480 281 3981312 532
114480 (529  [3981312
114480 529 3981312 532
EPACE115F29CEL 1.0V 114480 529 3981312 532 =
[ [ [»]
Companion device
HardCopy ]
Limit DSP & RAM to HardCopy device resources
< Back ] I Next > ] [ Finish ] [ Cancel

Figure 3.3: New project wizard — Step 3.

New Project Wizard

EDA Tool Settings [page 4 of 5]

Specify the other EDA tools used with the Quartus Il software to develop your project.

EDA tools
Tool Type Tool Name Format(s) Run Tool Automatically
Design Entry/S. x 5 Run this tool automatically to synthesize the currer,
< ModelSim-Altera + | VHDL ] te-level simulation automatically after comp
___A N N N
Timing Analysis | <None> > | <None> = Run this tool automatically after compilation
Formal Verifica... | <None> -
Board-Level Timing
syrmbol
Signal Integrity
Boundary Scan
Kl \ [*]
< Back l [ Next = l [ Finish l [ Cancel

Figure 3.4: New project wizard — Step 4.
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3.2 Timinig Analyzer

For this lab course we recommend to use Altera TimeQuest for timing analysis. Goto
the menu “Assignments” = “Settings...”. In the next window select the entry “Tim-
ing Analysis Settings” in the treeview on the left window side. Subsequently check
the option with the title “Use TimeQuest Timing Analyzer during compilation”, as
can be seen in Figure

Timing analysis processing
@ Use TimeQuest Timing Analyzer during compilation

() Use Classic Timing Analyzer during compilation

Figure 3.5: Use TimeQuest Timing Analyzer.

The Timing Analyzer needs to be parametrized with a constraints file. For this
purpose Quartus provides a simple wizard, which can be open via the menu “As-
signments” =“TimeQuest Timinig Analyzer Wizard...”. The only constraint, which
needs to be specified for a simple FPGA project is the clock period of the external
oscillator (see Figure [3.6)).

TimeQuest Timing Analyzer Wizard

e e

Duty Cycle

5|

10.000
A

~
Period

Specify base clock settings:

SystemClock clk

== New ==

2

Equivalent SDC commands:

create_clock -name "SystemClock” -period 20ns [get_ports {clk}]

Figure 3.6: Setting the clock period.

The Clock Name (first column) can be chosen freely. In the second column the
name of the clock input port of your top-level entity needs to be entered. The period
of the external oscillator connected to this port can then be specified in the third
column. The duty cycle column can be left empty.
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All other settings of the wizard can be ignored. They are not necessary for this
lab course. Thus, click “Nezt” until you arrive at the last page of the wizard. Then
click “Finish” in order to add a contraints file, which contains your clock settings,
to the project.

3.3 Pin Mappings

Finally, we need to configure the pin assignments of your design. In this task you
assign the logical input and output ports of your design’s top-level entity to the
physical pins of the FPGA. Obviously, in most cases you can not randomly choose
a pin. E.g., the reset port of your design needs to be assigned to exactly the pin,
which is connected to the reset button on the FPGA board. The same is true for
all other peripherial interfaces like VGA, RS232, key matrix, leds etc. The specific
FPGA pin numbers for all this component can be found in the manual of the FPGA
board.

In the Quartus user interface the pin assignment task is done with the so-called
Pin Planner (menu “Assignments” = “Pin Planner”). In the bottom half of the Pin
Planner you can see a table listing the input and output ports of your design. The
associated pin names need to be entered in the location column of this table. Simply
select one entry and start typing the name of the pin (e.g., M1 for the clock input).

Pin Planner - /homes/jlechner/testProject/quartus/test - test

File Edit View Processing Tools Window
2= Groups ® . st
Node Name Direction Location ‘e it Ba:
@, +- @ cout[15..0] Output Group 3 SockEs
<<new group=:= ding
O -
E i
[4] | [¥)
KT
® Named:|* & Edit 20 FiIter:[Pins: all =
Ca
Node Name Direction Location VREF Group /O Standard
I clk Input PIN_M2 1 1 _NO 3.3-V ...fault)
i cout[15] Output PIN_]22 5 _N1 3.3-V ...fault)
¥ cout[14] OCutput PIN_J21 5 5_N1 3.3-V ...fault)
ha OCutput PIN_]20 5 B5_N1 3.3-V ..fault)
o Output 3.3-V ...fault)
v <[4 [ [+]
0% 00:00:00

Figure 3.7: Assigning input and output pins.

Make sure all ports of your design are assigned to one FPGA pin. All other unused
FPGA pins should be configured as tri-state input pins with weak pull-up resistors.
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This can be done in the device settings dialog (menu “Assignments” = “Device...”)
where you need to click the button “Device and Pin Options...”. In the following
dialog, select the category “Unused Pins” and change the combo-box to “As input

tri-stated with weak pull-up”.

Caution: The default setting “As output driving ground” should only be used
if you really know what you are doing! Otherwise it might be harmful for
some FPGA boards as it can cause short-circuits in certain circumstances.

3.4 Adding a PLL (optional)

Sometimes it is necessary to run the implemented circuit design with another clock
frequency as provided by the external oscillator. Therefore Altera FPGAs include
PLLs (phase locked loop). PLLs generate a stable clock signal which can be a rational
multiple of the external reference clock.

Quartus provides a wizard, which allows you to configure a PLL component.
This wizard can be started over the menu “7Tools” =“MegaWizard Plug-In Man-
ager”. Open the I/O node in the treeview on the left side of the window pictured
in Figure and select the entry ALTPLL. Futhermore you need to specify the file
path and file name of the configuration file that will be generated. Then click “Next”
to proceed.

Figure [3.9to Figure [3.12] show how to generate a simple PLL configuration neces-
sary for this lab course. The central settings are the frequency of the input clock, i.e.,
the external oscillator and the frequency of the PLL’s output clock. As can be seen in
the symbol in Figure [3.11] the customized PLL component only has two ports (input
and output clock). The final screenshot shows the files which are generated by the
wizard: The most important file is the VHDL file containing the description of the
PLL component based on your settings. Furthermore a cmp-file is generated, which
provides the component declaration of the PLL. This declaration can be copied into
your top-level design unit to be able to instantiate the PLL.

Finally a dialog box appears asking if you want to add the IP file to the Quar-
tus project. Answer the dialog with “Yes”. The PLL’s VHDL file will then be
automatically added to your project.
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MegaWizard Plug-In Manager [page 2a] (on til8)

Which megafunction would you like to customize? ynich gevice family will you be using? | Cyclone VE | %

Select a megafunction from the list below

— Which type of output file do you want to create?
*{ ALTDQ_DQS (]

¥, ALTDQ_DQs2 ) AHDL

¥4 ALTGX )

*i ALTGX_RECONFIG - Rl

* ALTIOBUF
¥ ALTLVDS_RX
*{ ALTLVDS_TX
#, ALTMEMPHY

by

) Werilog HDL

What name do you want for the gutput file?

/homes/fjlechnerjtestProject/src/pll --

ONFIG

\ ALTREMOTE UPDATE Return to this page for another create operation
\ ALTTEMP_SENSE Note: Ti il ject fully in th rtus Il
*{_ALT_ADV_SEU_DETECTION ote: To compile a project successfully in the Qua_ us
software, your design files must be in the project directory,
N Altera PLL v10.0 in a library specified in the Libraries page of the Options
#, MAX Il oscillator

+- 1 Interfaces Your current user library directories are:

+- 1 |TAG-accessible Extensions
+- 1 Memory Compiler

[ Cancel H = Back H Next = Finish

Figure 3.8: Creating a PLL - Step 1.

Currently selected device family: Cyclone IV E -

+| Match project/default

Able to implement the requested PLL

General

Which device speed grade will you be using? [Any h l

Use military tempreature range devices only

What is the frequency of the inclk0 input? < 50.000 ! MHz =

Set up PLL in LVDS mode Data rate: |Not Available = Mbps

Figure 3.9: Creating a PLL - Step 2.
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Optional Inputs

Create an 'pllena’ input to selectively enable the PLL

Create an 'areset’ input to asynchronously reset the PLL

Create an 'pfdena’ input to selectively enable the phase/frequency detector

Lock Output

Create 'locked' output

Enable self-reset on loss lock

Figure 3.10: Creating a PLL - Step 3.

inclkO

pll

c0 - CorelExternal Output Clock
Able to implement the requested PLL

inclko frequency: 26.000 MHz
Operation Mode: Hormal

¥| Use this clock

Clock Tap Settings

® Enter output clock frequency:
Enter output clock parameters:

Clock multiplication factor
Clock division factor

Clock phase shift

Clock duty cycle (%)

Figure 3.11: Creating a PLL - Step 4.

Requested Settinc

25.00000000

0.00

50.00

=
o ooy
B (aeg?)

The MegaWizard Plug-In Manager creates the selected files in the following directory:
/homes/jlechnerftestProject/src/

File

¥|pll.vhd

v pll.ppf
pllinc

¥ pll.crmp
pll.bst
pll_inst.vhd

Description

Variation file

FinPlanner ports PPF file

AHDL Include file

VHDL component declaration file
Quartus Il symbaol file
Instantiation template file

Figure 3.12: Creating a PLL - Step 5.

Actual Settim

25.000000

0.00

50.00
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3.5 Full Compilation

Once the project has been set up correctly, a full compilation can be performed by
clicking the menu entry “Processing” = “Start Compilation”. Alternatively, you can
click on the corresponding button in the toolbar. If the compilation runs successfully,
Quartus generates the following files:

e Bitstream file for programming the FPGA (.sof)
e Netlist file for post-layout simulation (.vho)

e Timing file for post-layout simulation (.sdo)

The bitstream file can be found directly in the project directory, whereas the
simulation files are stored in the subdirectory simulation/modelsim. Detailed results
of the compilation and the synthesized circuit are shown in the compilation report
window (Figure . Carefully inspect all warnings produced during the compi-
lation. A tidy VHDL design should have no critical warnings and also non-critcal
warnings should be resolved whenever possible.

& Compilation Report ®
Table of Contents Flow summary

- 22 Flow Summary Flow Status Successful - 5at Oct 2 17:21:26 2010
EE Flow Settings Quartus Il Version 10.0 Build 262 08/18/2010 5P 1 5] Web Edition

B2 Flow Non-Default Global Settings Rewvision Name test
EE Flow Elapsed Time Top-level Entity Name test
EE Flow OS Summary Family Cyclone IV E
Flow Log Device EP4CE115F29C7
+ (1 Analysis & Synthesis Timing Models Final
+- (1 Fitter Met timing requirements N/A
+- ] TimeQuest Timing Analyzer - Total logic elements 7,657 /114,480 (7 % )
+- ] Assembler Total combinational functions 7,336 /114,480 (6 % )
+- ] EDA Netlist Writer Dedicated logic registers 2,770 /114,480 ( 2% )
Total registers 2770
Total pins 201/529( 3B % )
Total virtual pins 0
Total memeory bits 2,287,646 /3,981,312 (57 % )
Embedded Multiplier 9-bit elements 0/532(0 % )
Total PLLs 1/4(25%)

Figure 3.13: Compilation Report.

3.6 Export a Project Tcl Script - Optional

Alternatively to using the Quartus GUI, it is also possible to manage a Quartus
project with a Tcl script. Quartus can generate such a script for an existing project
and include all settings you have made so far. Simply click on the menu item
“Project” = “Generate Tcl File for Project...” and store the script file in the source
directory. The Tecl script can then be executed with the following shell command:

quartus_sh -t path/to/script.tcl
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If you execute the above command in an empty directory, a new Quartus project
is created in this directory with all settings as specified by the script. If you execute
the command in a directory where the corresponding project already exists, the
script will simply update the project settings. E.g., if you have modified the pin
assignments in the Tcl script, you can update these settings in the existing project
by executing the script. This can even be done while the project is opened in Quartus
— the new settings will be applied immediately. Listing [2|shows a short code snippet
with some Tcl statements.

# use timequest
set_global_assignment —name USE-TIMEQUEST_TIMING_ANALYZER ON

# add project files

set_global_assignment —name VHDL.FILE ../src/subcomp_behav.vhd
set_global_assignment —name VHDL.FILE ../src/test_behav.vhd
set_global_assignment —name VHDL_FILE .. /src/subcomp.vhd
set_global_assignment —name VHDL.FILE ../src/test.vhd

© 0 N O G W N

Jun
(=)

# pin assignments
set_location_assignment PIN_.M1 —to clk

o
-

Listing 2: Tcl script for managing a Quartus project.
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4 Postlayout Simulation

Create a new ModelSim project in the post-layout simulation directory as described
in Section [2. But in contrast to the behavioral simulation the only design file you
need to add for a post-layout simulation is the netlist file (.vho). This file is produced
by Quartus during the full compilation and is located in the “simulation/modelsim”
subdirectory of your Quartus project. Furthermore you need to add your testbench
files and the simulation scripts to the ModelSim project. In Figure you can see
a simple post-layout simulation project in ModelSim.

© & ® ModelSim ALTERA STARTER EDITION 6.5e - Custom Altera Version

File Edit View Compile Simulate Add Transcript Tools Layout Window

Help
D@28 i Re o2 dd %m| 8 &% o ol g 5| aomeeia vl
(&4 Project - shomes/jlechnertestProject/modelsim_postiest + & x|
=|Mame |StatuiType | Cree|Modified | |
=1 scripts Folder
l sim_post.do TCL - 1003410 06:40:52 PM
=7 sim Folder
@ test_th.vhd +  WHDL 1 100310 12:14:59 PM
=7 netlist Folder
: @ testvho + WHODL 0 1002410 05:21:25 PM

MadelSim=

| Project : test |<ho Design Loaded>

Figure 4.1: ModelSim project for a post-layout simulation.

Hit the “Compile all” button to compile the netlist and the testbenches. Then
the simulation can be started with the menu “Simulate” = “Start Simulation...”.

Design ] VHDL | Verilog | Libraries | Sﬁﬂ Others | Design | YHDL | Verilag | Libraries EﬁFI Others | <
| hame |Type |Path [ SDF Fil
=4l work Library  wark =I{R] Region : auut add
+HE] test Entity fhomes/jlechnertestProject/quarty =] .#quantus_de2-115/simulation/modelsimAest_vhd.sda .
+HE] test_th Entity fhomesjlechnertastProject/src/sin Mlodify
3 zZz0model Librar FMODEL_TECH/ . ralterasvhdli2z0
:‘m Y — d Delete
Kl J =
Design Unit(s) Resolutian
’V‘Wurk. test_th ‘ lrldefault ﬂ ‘
~SDF Option Multi-Source delay-
Opimization [~ Digable SDF warnings |
[~ Enahle optimization Optimization Options... [ Reduce SDF errors to warnings
Ok Cancel 0K Cancel

(a) Select testbench name (b) Add timing file

Figure 4.2: Starting the simulation.

As in a behavioral simulation you have to specify the name of the testbench to be
simulated (see Figure[4.2(a)]). In case of a post-layout simulation additionally a tim-
ing file (.sdo) should be added. This file is also located in the simulation subdirectory
of your Quartus project. Click the tab “SDF” as illustrated in Figure and
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add the timing file to the list of SDF files. It is important to specify the correct region
where the sdo file should be applied to. In most cases the testbench directly insta-
tiates the the top-level entity of the design. Thus the region path would simply be
the instance name of the design’s component in the testbench file. E.g., consider the
code snippet of a testbench shown in listing[3] The instance name is “wut”, therefore
the region path for the timing file needs to be “/uut” (compare Figure [£.2(D)).

uut : test
port map (
clk = clk,
reset => reset ,
cout => cout);

Ut W N =

Listing 3: Instantiation of the design unter test.

Adding signals to the waveform viewer and running the simulation for a specified
time works exactly like when doing a behavioral simulation. The only difference is,
that internal signals may have been renamed during the synthesis with Quartus or
even removed due to optimization steps. Therefore it might be necessary to add
debug output ports to the top-level entity and connect the internal signals to these
debug ports. Then the internal signals can be traced using these debug ports.

4.1 Automating Simulation Runs

A post-layout simulation can also be automated very easily with the help of Tcl
scripts. Listing [4] shows a basic sample script.

# compile all source files
project compileall

1
2
3
4 # start simulation with testbench named ”test_tb”

5 vsim —sdftyp /uut=../quartus_-de2—115/simulation/modelsim/test_vhd.sdo work.test_tb
6

7

8

# add signals to waveform wviewer
add wave —format logic /test_tb/uut/clk
9 add wave —format logic /test_tb/uut/reset
10 add wave —format literal —radix hex /test_tb/uut/cout
11
12 # run simulation
13 run 1 us

Listing 4: Tcl script for running a post-layout simulation.
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5 Download

Programming the FPGA can be easily done with the Quartus Programmer, which
is pictured in Figure Open the programmer over the menu entry “7Tools”
= “Programmer” or the corresponding button in the toolbar. Typically all settings
are correct (compare with Figure when the window opens and you can simply
start the programming routine by clicking the “Start” button. The bitstream file
(.sof) generated during the compilation is downloaded over a parallel inferface and
stored in the configuration SRAM of the FPGA. Since an SRAM is not a permanent
memory, the configuration data is lost, if the board is disconnected from power. The
FPGA then needs to be reprogrammed.

If the programmer window is not configured correctly or the programming proce-
dure fails, click the button “Auto Detect” to check if the FPGA is properly connected
to your PC. If the FPGA device appears, you can right click on the device symbol
and assign the sof file using the menu item “Change file”. Make sure “Program,/-
Configure” is checked and hit “Start” to begin programming.

|~"'.") Programmer - /fhomes/jlechner/testProject/quartus/test - test - [test.cdf] (on tilE8)

File Edit View Processing Tools Window

&, Hardware Setup... | |-Blaster [USB 2-1.1.3]1  Mode: |JTAG S Progress:

Enable real-time ISP to allow background programming (for MAX |l devices)

File Device Checksum Usercode Program/ Verify Blank- Examine
Configure Check

test.sof EP3C120/EPACE11S 002FD369 FFFFFFFF L4

Wi start

i Stop

#bauto Detect

¥ Delete ] [+]

s Add File...

o :
¥ Change File. | e o
H

g o
Esave File >
H o
g 3
- — | "gocossees
Add Device.. EP3C120
TDO
4

1""Up
WDDWH

Figure 5.1: Programming the FPGA.
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6 Logic Analyzer
The configuration of a logic analyzers is basically done in three steps:

e Defining signals, assignment of signals to the corresponding probes of a pod

e Configuration of the sampling mode — timing or state

e Prodiving a trigger condition, which defines when data is captured

Figure to Figure [6.3] illustrate how these steps can be accomplished with an
Agilent 16803 logic analyzer. Figure shows the main window, which displays

captured waveforms. Simple trigger conditions can be directly entered on the left
side of this window.

Analyzer Setup for My Logic Analyzer-1

Buses/Signals | Sampling |
Enter buses and signals and the channels they comespand ta: Display ¥
Clocks Slot A Pod &
. Channels . Threshold: TTL | Threshold: TTL
Bus/Signal Name Assigned Wictth = T T o e o o o T,
RS~ BRI | [ 5] 12| 11 10] o[ 7 6 5] 4| 5|2 1] o] 1s]1e[1ar2[11[10] o] 5] 7|6 5[+
Clks]C1] 1 v
I reset Pod A8[0] 1 o
I cout Pod AB[T:1] 7 S
a3 | .
sddBus/Signal..| [ Delee | [ Delee Al (Import Netlist... | [__System Summary... |
[ OK ] [ Cancel ] [ Help ]

Figure 6.1: Signal setup.

Analyzer Setup for My Logic Analyzer-1

| Buses;’SignaIs| Sampling |

Acquisition Trigger Position TimingZoom
(®) Timing - Asynchronous Sampling 50 B %, Poststore ] Enable
() State - Synchronous Sampling - o

v
Timing Options E] E]
Sampling Options: |EH R v s P

Sampling Period: 2ns E] 2nsto 500 us
Acquisition Depth: (512K |

State Options - Specify when the logic analyzer should acquire samples

OK ] [ Cancel ] [ Help ]

Figure 6.2: Sampling setup.
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Advanced Trigger for My Logic Analyzer-1

Trigger Functions Trigger Sequence
S

% _ Advanced IfjThen
=
w Edge [x] BusfSignal | v Albits v [= -
= oCcurs v 1 E] eventually A
e
E Then E] Trigger and fill memory R
w
=
m N number of
% edges
=
=
o
=
2 Edge and
= Pattern
=
=T

Edge

followed by
edge
Edges too far
apart
o~
SimpleTrigger...] [ Stare... ] [ Recall... ] [ Clear ] [ Ok ] [ Cancel ] [ Help

Figure 6.3: Configuring the trigger condition.

Agilent Logic Analyzer - Unnamed Configuration - [Waveform-1]

E\|E Edit View Setup To
DEES| MR

ML to M2 =350 ns

EEX

ols Markers Run/Stop Waveform Window Help = | &

MOT M8 8 T YRR | o

Sce [ wonsidv  [B)[ae](z]  Delay 0s B REANCT
Bus/Signal Simels Triggsr [} Fpm omne JognsFons s On L MGne S00m et
Time
] e X
] reset x
=+ o7 [
Hlcowo) [ 19
i couti1) 1
ooz [T
Hl couta)
A eouts
B cout)
couts)
B coutn
< 3 [« 3 [< >
Emmmm
=] Oveniew | BB Listing-1 Wavéom-1 |
For Help, press F1 Local

Figure 6.4: Waveform viewer.



	Design Flow
	Directory Structure

	Behavioral Simulation
	Creating a new Project
	Compiling the VHDL Files
	Performing the Simulation
	Automating Simulation Runs


	Synthesis and Place&Route
	Creating a new Project
	Timinig Analyzer
	Pin Mappings
	Adding a PLL (optional)
	Full Compilation
	Export a Project Tcl Script - Optional

	Postlayout Simulation
	Automating Simulation Runs

	Download
	Logic Analyzer

